
Introduction of APEX DFZ Build 6.0

Temporary Revision
Temporary Revision No. 02371-081
To PC-24 Airplane Flight Manual
Report No. 02371

The technical content of this document is approved under the authority of the DOA ref.
EASA.21J.357.

Manual Section
Section FM, Front Matter
Section 3B, Advisory, Status and FAS Messages
Section 4 Normal Procedures

Validity
This Temporary Revision is valid for PC-24 aircraft MSN 101 - up with SB 42-026
incorporated.

Filing Instructions
1. Print the Temporary Revision No. 02371-081
2. Remove the issued Temporary Revision No. 02371-079 from the AFM and destroy it.
3. Insert the Temporary Revision No. 02371-081 after the "TEMP. REV." tab.
4. Record the deletion of Temporary Revision No. 02371-079 and the incorporation of

Temporary Revision No. 02371-081 on the List of Temporary Revisions.

Important
Do not remove this Temporary Revision unless instructed to do so by:
- The highlights of a normal revision
- A new Temporary Revision which supersedes this one.

Reason for Issue
- Introduction of APEX Build 6.0 Software with predictive windshear detection enabled.
- In the “List of APEX Software”, the "Supplier P/N" and the "Pilatus P/N" of "Apex DFZ

Aircraft Database" and "Apex ECL Software" were updated.
- This Temporary Revision supersedes Temporary Revision No. 02371-079.

Action
Revised content shown on next pages.
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List of Software

1 List of APEX Software

On page FM-7-3, in the “List of APEX Software” table, add the following data:

Build
(SB-number)

Description Supplier P/N Pilatus P/N

APEX Build
6.0

(SB 42-026)

Apex DFZ Software EB60000491-0108 985.99.12.566

Apex DFZ Option File TT60007950-XXXXX
(x is: 0 - 9) 985.99.12.428

Apex DFZ LDI PC24_LDI_5_3_02 545.45.24.021
Apex DFZ Aircraft

Database ACDB_60000461-011 985.99.12.524

Apex ECL Software ECL, OBDS, 2424-14A 531.40.24.001
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SECTION 3B
Advisory, Status and FAS Messages (Authority approved)

Table of Contents
PageSubject 

3B-ACL   Advisory CAS List 3B-1-1

3B-2-13B-FML   FAS Message List 

3B-FAS  FAS Messages 3B-3-1

W/S AHEAD 3B-3-13B-FAS-24 
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3B-ACL      Advisory CAS List 

On page 3B-2-13, in the “Advisory CAS List” table, add the following data:

Table 3B-1-1: Advisory Crew Alerting System Messages

CAS message: Meaning, effects and possible actions:
P

Pred Wndshr Unavail Predictive Windshear (PWS) function
hardware / software fault or PWS not
selected ON.
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3B-FML      FAS Message List 

On page 3B-8-1, in the “FAS Message List” table, add the following data:

FAS Message Procedure
W

W/S AHEAD 3B-FAS-24 
W/S AHEAD 3B-FAS-25 
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After page 3B-9-7, in the FAS message section, add the following new procedures:

3B-FAS      FAS Messages 

W/S AHEAD 3B-FAS-24 
Predictive windshear warning displayed on PFD and continuous voice callout:

− During takeoff and windshear detected within 0.25 nm left or right and 3.0 nm in front
of aircraft. Voice callout “WINDSHEAR AHEAD, WINDSHEAR AHEAD”.

− During approach below 1200 ft AGL and windshear detected within 0.25 nm left
or right and 1.5 nm in front of aircraft. Voice callout “GO AROUND, WINDSHEAR
AHEAD”.

IF during takeoff before V1:

1. Aircraft......................................... Do not takeoff / abort takeoff

IF during takeoff after V1:

1. Aircraft......................................... Apply windshear escape manoeuvre if
required

IF during approach:
1. Aircraft......................................... Perform GA

Apply windshear escape manoeuvre if
required

---------- END ----------- INDEX

W/S AHEAD 3B-FAS-25 
Predictive windshear caution displayed on PFD and continuous voice callout:

− During takeoff and windshear detected within 3.0 nm and +/- 25° of current aircraft
track. Voice callout “MONITOR RADAR DISPLAY”.

Continued on next page
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W/S AHEAD 3B-FAS-25 
continued

− During approach below 1200 ft AGL and windshear detected within 3.0 nm and +/-
25° of current aircraft track. Voice callout “MONITOR RADAR DISPLAY”.

IF during takeoff before V1:

1. Aircraft......................................... Do not takeoff / abort takeoff

IF during takeoff after V1:

1. Aircraft......................................... Monitor radar display

Be prepared to apply windshear escape
manoeuvre if required

IF during approach:
1. Aircraft......................................... Consider GA

Monitor radar display

---------- END ----------- INDEX
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SECTION 4
Normal Procedures (Authority approved)
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Preflight

On page 4-3-21, in procedure 4-PF-08 “Line Up”, replace step 3 with this updated
version:

3. WX Radar................................... As Required

− Depending on weather situation, the WX Radar may be switched on
prior to entering the runway environment in order to check outbound
climb path for adverse weather

− RDR 7000 (factory option) with PWS Mode: In order to have predictive
windshear available before and during takeoff phase, the WX radar must
be set to WX AUTO and Transmit On Ground must be enabled.

On page 4-3-23, in procedure 4-PF-08 “Line Up”, replace step 4 with this updated
version:

4. WX Radar................................... As Required

− Depending on weather situation, the WX Radar may be switched on
prior to entering the runway environment in order to check outbound
climb path for adverse weather

− RDR 7000 (factory option) with PWS Mode: In order to have predictive
windshear available before and during takeoff phase, the WX radar must
be set to WX AUTO and Transmit On Ground must be enabled.
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